. Budday, arpa, yulaf, cavdar, soya fasulyesi, misir, yonca vb. tahillarin hasadi neticesin-
OTOMATIK SAP TOPLAMALI de bicerdoverlerin tarlaya bir dizi ya da kiime seklinde birakmis oldugu saplar otomatik
SAMANM AKiNESi olarak toplar, saman haline getirerek arkasindaki romorka doldurur,

TOMATIC H/ d After the reaping of grains as wheat, barley oat, rye, say beans, corn, clover, it automa-
tically picks up the stems which are leaved by combine on the field and makes them
straw and puts in trailer.



TEKNIK OZELLIKLER/TEC

H

Yiikseklik 2600 mm.
Height 2600 mm.
Genislik 2950 mm.
Width 2950 mm.
Uzunluk 3320 mm
Lenght 3320 mm.
Adirhik 1600 kg
Weight 1600 kg

Lastik Oleiisti 10.5x8015.3
Measurement of Tires 105x80153
Kuyruk Mili Devri 540 d /dakika
Spindle Speeds PPM 540 d /minute
Yiriime Hizi 2 ,3ve 4 Yavas Vites
Moving Speed 2 3 and 4 Slow Gear
is Kapasitesi 2 Ton / Saat
Working Capacity 2 Ton /Hour
Bator Derinligi 1200 mm
Bator Depth 1200 mm
Bator Tipi Civatal Sistem
Bator Type Bolt System
On Toplayic 1900 mm
Front Picker 1900 mm

Giic ihtiyaci 48 hp

Power 48 hp

ozenistarimmak.com



